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Auloma PANORAMA 6X12
by
Auloma Holding S.r.l.
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Thank you for purchasing the pinhole camera Auloma Panorama 6x12. Please read this instruction manual carefully before operating
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Working theory
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The pinhole camera Auloma Panorama 6x12 to take shots uses 120 film
format and uses the principle of pinhole photography. The camera produces
images of dimensions 56 x 120 mm and has the capacity to take a number of
6 photos using a standard film roll. You can use films of any sensitivity, the
opening times of the shutter depends on the film sensitivity, in the package is
provided a reference table with the approximate opening times of the shutters
using a film ISO / ASA 100 in various light conditions, while to obtain more
accurate shutter opening values we recommend a visit at our website
www.auloma.com.

Caution - Safety precautions
1.

Children from 0 to 14 years of age are not allowed to use the camera.
The camera is composed by detachable components that could be
ingested.

2.

Do not use the pinhole of the camera to observe the sun or other
sources of light, this could damage your eyes.

3.

Keep the camera away from heat sources >90°C, to avoid irreparable
damage

4.

Keep the camera away from fire to avoid damage or burning.

5.

Keep the camera at least 30mm away from objects that could be
damaged by the magnetic field by the neodymium magnet mounted on
the shutter, such as: magnetic stripe cards or badges, hearing aids,
pacemakers, mechanical watches in accordance with ISO 764,
For NON ISO 764 watches, maintain a distance of at least 61mm.
A safety distance cannot be determined to avoid damage to hard disks.

Note
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•

Do not disassemble the camera

•

The camera isn't waterproof. Do not immerse the camera in liquids or
under running water.

•

Do not use acids, corrosive substances, hydrocarbons or anything else not
indicated for cleaning surfaces.

•

The camera uses a neodymium magnet that can lose part of its attraction
force when heated to a temperature of >80°.

• The camera is an handcrafted product with surfaces finished by abrasive
discs. Possible scratches due to processing are a characteristic of our
product and can't to be considered defects or that the product has been
used.
•
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Camera surfaces are in part wrapped with a vinil film that produce
sometimes small bubbles. This isn't a defect and don't reduces camera
efficency.
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Preparation before use
Release eight knobs 1 and 1A, then remove the cover 2 from the roll film back.
1

1A

2

Release four knobs 3 and 3A, then remove the roll film back 4 from the camera 15.
3A

4

15

3
Positioning the rewind palette 5 as indicated in the next picture.
3

IT

5

EN
ES
FR

Tilting the film coil and insert its slot into the palette 5, press softly the coil onto the palette and then insert its seat 6.
5

6
Positioning the film roll with the sticker to the inside camera, then tilting the
film roll and inserts its slot into the pin 7 and push the film roll into the seat 8.
7

8

4

Remove the sticker from the film roll, then pull the protective paper and wrapping the paper around the pin 9
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Continue to pull the protective paper following the profile of curve rails 10 and
then wrap the paper around the pin 11
10

12

11

rotate the knob 12 in anticlockwise sense to position the vertical slot 13,
available on the empty film coil, in manner to be easy inserting the protective
paper.

Warning:
The knob 12 own a mechanism that allow only a rotation in anticlockwise sense. If you forcing a clockwise rotation of the knob 12 with an excessive strength, the two socket set screws that fixing the knob on the palette 5 could be
released. Use a metric hexagonal key to release completely the knob. Mount
the knob on the palette in manner that the screw placed in the narrow side of
the knob working on the flat layer of the shaft palette.
5
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13

Insert the protective paper into the vertical slot available on the empty film coil
and rotate the knob 12 to wind the protective paper around the empty film coil.
Stop the knob rotation only when the vertical arrow 14 printed on the
protective paper will be almost in the middle of the film roll back 4.
4

14
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Mount the film roll back 4 on the camera 15 and tight four knobs 3.
Mount the cover 2 on film roll back 4 and tight the eight knobs 1 and 1A.

Suggestion:
To obtain a perfect closure of the cover 2, screwing eight knobs 1 and 1A close the cover and then tight all knobs follow the sequence:
1- A-B-C-D
2- E-F-G-H
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Take photographs
Mount the camera on the tripod using threaded holes 16 or 17, or secure it on
a support surface, levels 18 or 19 will help you to understand if the camera is
level.

16

18

17

19

7
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Lift the cover 20 until its stroke end, in this way the round window 21 will be visible.
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21
Rotate the knob 12 and winding the film until reach its correct position to take
the firts photo.

Note:
The protective paper of the 120-Film format is printed in the back with a serie
of progressive numbers to indicate the correct position, in relation of the camera, of the film when shooting. In the protective paper back are printed numerations to shooting photos in the follow formats:
• 6x4.5
• 6x6
• 6x9
The pinhole camera Auloma Panorama 6x12 shots photos in the format 6x12,
thus uses two 6x6 film frames. For this reason to place the film in the right
position when shooting, is necessary place the film in the middle between two
numbers in sequence used to detect the 6x6 frame. According films
manufacturers, between two successive numbers are printed some circular
symbols, the first circular symbol after a number correspond at the halfway
between the previous and successive numbers, thus to shooting photos in
6x12 format is necessary positioning the film as indicated in table below:
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1st photo

1st circular symbol after the number 1

2nd photo

1st circular symbol after the number 3

3th photo

1st circular symbol after the number 5

4th photo

1st circular symbol after the number 7

5th photo

1st circular symbol after the number 9

6th photo

1st circular symbol after the number 11
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As soon as you have find the right position of the film, lowering the cover 17
until its end stroke.
The camera is provided of two pinholes openable by two manual shutters 22
and 23, secured, against accidental aperture, by two threaded knobs 24 and
25. According the pinhole selected to take shoot, release the corresponding
shutter from the threaded knob.
22

23

24

25

For each pinhole correspond a different photo composition that is defined through viewfinders placed on two sides of the film roll back.
If you use the shutter 22 or 23 the frame will be determinate by viewfinders conjunction 26-27 and 28-29 for the length picture.
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26
28

If you use the shutter 22 the frame in the short side of the picture will be determinate by viewfinders conjunction 30-31 and 32-33 for the length picture.
31

30

32
33

If you use the shutter 23 the frame in the short side of the picture will be determinate by viewfinders conjunction 30-31 and 32-33 for the length picture.
33

30

32
31
10

As soon as you have find the frame and calculated the exposure time, to execute the photo pull the shutter until its end stroke and then push the shutter to
close the pinhole to end the exposition.

Film roll storage
After the execution of the last photo, lift the cover 20 and rotate in
anticlockwise sense the knob 12, looking through the round window 21 that
the end of the protective paper on the film is passed beyond this point, you feel
that the strength necessary to rotate the knob 12 became low each next round
until the film will be wind, execute some additional round of the knob to be sure
that film is winded completely. Unscrew the knobs 1 and 1A, then remove the
cover 2 from the roll film back 4. Positioning the knob 12 as indicated in the
picture below and remove the film roll.
1

20

1A
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2

21

Maintenance and cleaning
1.

Before inserting the film roll, after removing the cover 2 use a pump with
dust filter to clean the inside of the camera and the cover.

2.

Clean the outside of the camera with a soft, clean cloth, preferably a dustcapturing cloth.

3.

Clean the eco-leather coating using a dampened microfiber cloth. For
persistent stains or dirt, use a specific eco-leather cleaner to apply to a
soft cloth and not directly to the camera.

Specifications
1.

Overall dimansions (HxWxD): 140x228x115mm (5-33/64"x8-31/32"x4-17/32")

2.

Weight: 1.74Kg (3.83lb)
11
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3.

Material: Composite of polyuretane resin and iron oxide

4.

Focal length: 70mm (2"3/4)

5.

Pinhole diameter: 0.3mm (0.111")

6.

Angle of View: 104°24'

7.

Film stop: f=233

8.

Film size: 120

9.

Image size: 56mmx120mm (2-13/64"x4-23/32")

10. Tripod thread type:: UNC 1/4"x20
11. Working temperature without film: min -30°C.........max 60°C
12. Storage temperature: min -40°C ........ max 70°C

Storage
Store the camera in its closed protective bag to prevent dust contamination in
an environment with a temperature within the range indicated for storage. The
manufacturing material makes it resistant to humid environments, however, it
is recommended to store it in a dry environment to avoid possible oxidation of
metal components.

Disposal of the camera
Under no circumstance should you dispose of the camera in
normal domestic waste. Dispose of the camera via an approvated
disposalcompany of your municiplal waste facility. Please observe
currently applicable regulations. Please contact your waste disposal center if you need any further information. The following is a
list of the materials that compose the camera for ease of disposal:
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•

Composite of polyuretane resin and iron oxide

•

Brass

•

Steel

•

Vinil film

•

Polyurethane eco-leather

•

Neodymium

•

PETG

•

Velvet

Disposal of card exposure times
The exposure times card is made of paper material coated with
plastic film. Do not release into the environment and please
respect the current regulations on waste disposal.

Disposal of instructions manual
The instruction manual enclosed in the package is printed on
paper and can be disposed of at your recicling plant.
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Disposal of protective bag
The bag is made of recyclable material and can be disposed of at
your recicling plant.

Disposal of packaging
The packaging is made of recyclable material and can be
disposed of at your recicling plant.

Intended use
The camera Auloma Panorama 6x12 is used for taking pictures. Do not use
the camera for other purposes, Auloma Holding is not liable for damage
caused by improper use of the product.

Customer service
To ensure speedy handling of your issue, please email us for assistance
Email: info@auloma.com

Social comunity
Owning an Auloma pinhole camera allows you to share your experiences and
emotions obtained using this product also through dedicated social platforms.
If you are interested in sharing your photos with other photography
enthusiasts, publish your photos on the dedicated flickr space:
https://www.flickr.com/groups/auloma/,
Or share your photos on the web using #auloma tag
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https://www.auloma.com
https://attaphoto.com
https://twitter.com/aulomaholding
https://www.facebook.com/aulomaholding/
https://www.instagram.com/aulomaholding/
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Fotocamera modello/Camera model/Modelo de cámara/Modèle de caméra:
Panorama 6x12
Numero di serie/Serial number/Número serial/Numéro de matricule:

Data di acquisto/Date of purchase/Fecha de compra/Date d'achat:

14

